Cooling Systems Test
Instructions:  Using the word bank provided, choose the best answer.  Write the letter preceding each word in the blank(s) in each sentence.
1. Overclocking can damage electronics and it should only be used with the understanding that it may ____ the life of the component.   
2. A ____ system can run at faster speeds for a longer time than one that fails to dissipate heat.   

3. Case fans come in a variety of sizes, but most cases are designed to use ____ fans.   

4.  Proper fan placement is critical for____.   

5. Overclocking components such as the CPU, RAM, and video card cause the   components to generate more ____.   
6. Extreme overclocking often requires innovative methods of dissipating heat, such  as ____.   
7. Components that only use heatsinks and rely on case airflow for cooling use ____ cooling.   

8. Components with heatsinks and fans use ____ cooling.   
9. Copper ________ fast than aluminum, but aluminum ________ faster than copper.   
A. Transfers heat to air

B. Quality air flow

C. Properly cooled

D. 80mm, 90mm, and 120mm

E. Shorten 

F. Passive

G. Heat 

H. Active

I. Liquid Cooling 

J. Absorbs heat

Answer Key:
1. Shorten
2. Properly cooled
3. 80mm, 90mm, and 120mm
4. Quality air flow
5. Heat
6. Liquid Cooling
7. Passive
8. Active
9. Absorbs heat, Transfers heat to air
